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Have you ever wondered how your ó06-15 NC Miata keeps from overheating?  When you look at the radiator 
outlet area, there is a very narrow middle section between the battery box and the air filter box to remove heat. 
And for the most part, this design works efficiently.  Reducing engine under the hood temperatures will improve 
overall engine performance.  Air conditioning will also improve when there is less heat radiating on the 
condenser coil. 
 
Our testing was conducted on two similar NC models at a local road racing track.  Temperatures were around 
85F degrees.  Both models had Racing Beat Header, TDR Header Shield and TDR Cold Air Intake setup.  Our 
second model included our engine control unit ECU relocation kit, battery relocation kit and removal of the 
restrictive panels covering the radiator outlet area.  During a 20 minute track session, coolant temperatures 
were monitored through the OBD2 port.  Results were an amazing 15F degree reduction in temperature.  The 
stock configuration ran around 200 F degree while the relocation setup, providing better airflow ran 185F 
degrees.  
 
Our relocation setup requires using an aftermarket cold air intake setup such as our highly efficient TDR silicone 
hose setup.  The TDR cold air setup is designed for simple removal of the air filter from the engine bay for 
cleaning.  No other kit is as efficient as ours.  Under the factory air filter box is the ECU mounted on top of the 
radiator. Our ECU relocation setup moves the ECU to the fuse box area, totally away from the heat.  Our battery 
relocation setup uses a smaller battery located to the fender frame area and includes a battery disconnect 
switch.  Having a battery disconnect switch helps keep a strong battery if you donôt drive your Miata every day.  
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Component Layout 
 

 
 

Tools Required 
 

¶ Power steering fluid 

¶ Metric wrench and sockets 

¶ 11/16 in. wrench 

¶ 7/16 in. wrench 

¶ Flathead and Phillips screwdrivers 

¶ Pliers 

¶ Hacksaw 

¶ Drill bit 3/16 in (5 mm) 

¶ Power drill 

¶ Upholstery fork tool 

 

¶ Wire cutters 

¶ Wire crimper 

¶ Wire strippers 

¶ Cigarette lighter 

¶ Soldering iron (opt.) 

¶ Paper towels 

¶ Small cup 

¶ Tape 

¶ Bungee cord 

¶ T-Square 
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STEP 1: Removal of Factory Components 
 
If you have not installed an aftermarket cold air setup then we will start with removing the factory components.  
This includes the air filter box and all of its components and the battery and battery box.  We will start with 
preparing for the ECU relocation setup and then move on to the battery relocation setup.  
 

1.1 Air Box Removal 
 
If you have not already upgraded your cold air intake setup, then removal of the factory air box is required as 
shown in Photo 1-1.  

¶ Disconnect the negative battery cable first and then the positive cable using a 10 mm wrench as shown 
in Photo 1-2. 

 

¶ The mass airflow MAF unit is held on by two Phillips screws as shown in Photo 1-3.  Disconnect the 
electrical connection to the MAF then unscrew the two Phillips screws.   
 

¶ Remove as shown in photo 1-4 and place in a safe place. 
 

  
Photo 1-1: Stock components to be removed Photo 1-2: Disconnect battery cable from the battery 

  
Photo 1-3: MAF sensor in housing Photo 1-4: MAF sensor removed from housing 

 
¶ Using a Phillips screwdriver, loosen the clamp to the hose attached to the MAF setup as shown in Photo 

1-5.   
 

¶ There are 2 latches on top of the air filter box as shown in Photo 1-6.  Release the 2 latches and then 
pull the top cover along with the air filter off the lower air box. 
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Photo 1-5: Intake hose removed from MAF housing Photo 1-6: Filter box unlatched 

  
Photo 1-7: Hardware removed from filter box Photo 1-8: Filter box removed from engine bay 

 
¶ The air box is mounted using two M6 nuts as shown in Photo 1-7.  Remove the two nuts using a 10 mm 

wrench.   
 

¶ Lift the bottom section of the air box out as shown in Photo 1-8. 

 

1.2 Engine Management ECU Removal 
 
The ECU metal cover has a couple of components attached that will be removed before removal of the ECU.  
Once the ECU is removed you will have access to removing the radiator cover. 

 
¶ Remove the ground strap using a 10 mm wrench as shown in Photo 1-9. 

 

¶ Remove the wiring harness that is attached to the ECU cover using a fork tool, screwdriver or pliers as 
shown in Photo 1-10.  You can cut these mounting tabs off if you prefer as we will not reuse. 
 

¶ The two main ECU harnesses are held in by a hinged latching device.  Up at the top the white latching 
clip is held in by a small tab.  Using a flathead screwdriver, pull the white clip over the tab as shown in 
Photos 1-10 and 1-11.  You can lift the white clip using the screwdriver from the front or the top and 
then hinge the clip down downward.  This will also push the plug out of the ECU mount. 
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Photo 1-9: Ground strap removed from ECU Photo 1-10: Harness removed from ECU 

  
Photo 1-11: Removing the clip from the ECU Photo 1-12: Clip pulled down and released from harness 

 
¶ Using a fork tool or screwdriver, remove the white harness mount as shown in Photo 1-13 and discard 

the mounting clip. 
 

¶ The radiator hose has a clamp mount that is attached to the ECU cover.  Using a flathead screwdriver, 
open the hose clamp as shown in Photo 1-14.  You can remove the hose clamp from the ECU top cover 
or leave it attached as we will not reuse the ECU cover. 
 

  
Photo 1-13: Harness unplugged from ECU Photo 1-14: Radiator hose mount 



 

Page | 6  
 

  
Photo 1-15: Four M6 nuts holding the ECU in place Photo 1-16: ECU removed from base 

 

¶ There are four M6 nuts holding the ECU and its cover as shown in Photo 1-15.  Using a 10 mm socket, 
remove the four M6 nuts. 
 

¶ Lift out the ECU and place on a bench as shown in Photo 1-16. 
 

¶ Remove the M6 nut at the top that attaches the radiator cover panel as shown in Photo 1-17. 
 

¶ Lift the radiator cover panel out as shown in Photo 1-18. 
 

¶ Remove the two M6 bolts to the ECU mount as shown in Photo 1-19 and remove bracket. 
 

¶ With the radiator cover and bracket removed, open area looks like Photo 1-20.  Notice the increase in 
the radiator opening increasing efficiency. 

 

  
Photo 1-17: Radiator cover top hardware Photo 1-18: Radiator cover to be removed 
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Photo 1-19: ECU mounting bracket Photo 1-20: ECU mount and radiator cover removed 

 

STEP 2: ECU Relocation Setup 
 
Our TDR ECU mount is designed to mount the ECU next to the fuse box out of the potential heat from the 
radiator.  The ECU mount is made of anodized aluminum and includes venting for added cooling.  The ECU 
used a vent to bring cool air to the terminals, you can see the air vent in Photo 1-20.  We included an air diffuser 
to use the airflow to add additional cooling to the ECU.  Our kit is designed to move the power steering reservoir 
onto the new ECU mount. 

 

 
 

2.1 ECU Mount Installation 
 
The ECU bracket comes with M6 captive nuts so attaching the ECU only requires bolting into place.   
 

¶ Mount the ECU so the metal surface is against the aluminum bracket as shown in Photo 2-1. 
 

¶ Use the four M6 x 20 bolts and tighten using an M10 wrench as shown in Photo 2-2. 
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Photo 2-1: ECU  mounted to bracket Photo 2-2: ECU mounted in position on the bracket 

  
Photo 2-3: Hole to be covered Photo 2-4: Hole covered 

 

¶ There are 2 mounting bolts that hold the ECU bracket to the frame.  Each uses a spacer under the 
mount.  Potentially the spacer could drop in the frame hole as shown in Photo 2-3.  To prevent this, use 
some tape to cover the large hole as shown in Photo 2-4. Be sure to not cover the threaded hole. 
 

¶ Install the M6x25 bolt with the 1/4ò (6 mm) nylon spacer under the bracket as shown in Photos 2-5 and 
2-6. 

 

  
Photo 2-5: Mounting bolt in bracket Photo 2-6: Mounting bolt and spacer 



 

Page | 9  
 

  
Photo 2-7: Bracket mounted with mounting bolt & spacers Photo 2-8: Ground strap removed for relocation 

 

¶ Install the first bolt lose so you have enough play in the bracket to install the second bolt and spacer.  
Mount the M6x25 bolt with the spacer as shown in Photo 2-7.  Tighten both bolts using a 10 mm socket. 

 

¶ The ground wire in Photo 2-8 requires relocating under the harness to lengthen the cable.  Loosen the 
ground in the fuse box and then place the ground strap under the harness as shown in Photo 2-9.  
Reinstall the ground strap mounting bolt in the fuse box.  
 

¶ Install the ground strap as shown in Photo 2-10 using an M6x12 bolt. 
 

¶ Reinstall the harness connectors back into the ECU as shown in Photo 2-11.  Each harness has a 
designated connection.  Press in the connector and then rotate the white clip until it locks. 

 

  
Photo 2-9: relocated under harness Photo 2-10: Ground strap installed on mounting plate 

 

2.2 Air Deflector Installation    

 
Although the ECU is now in a much cooler environment, we have made an air deflector to add additional 
cooling.  The air vent was there, why not use it.  The photos shown are with the power steering P/S reservoir 
relocated onto the ECU bracket.  If you are not going to install the battery relocation kit you can leave the P/S 
reservoir in the stock location.  The air deflector will be installed using 4 small tie-wraps drilled through the air 
vent using a 3/16 in. (5 mm) drill bit. 
 

¶ The air vent as shown in Photo 2-12 will be used with our deflector. 
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Photo 2-11: ECU harness plugs reinstalled Photo 2-12: Cooling vent for ECU 

 

¶ Peel the foam off the air outlet as shown in Photo 2-13.   
 

¶ Photo 2-14 shows the air deflector holes and location to be marked on the air vent for drilling. 
 

¶ Using a 3/16 in. (5 mm) drill bit, drill a hole in the air vent that matches up the end hole of the air 
deflector as shown in Photos 2-15 and 2-16. 

 

  
Photo 2-13: Foam peeled off air outlet Photo 2-14: Air deflector holes for mounting 

  
Photo 2-15: Drilling into air vent Photo 2-16: First hole drilled into air vent 
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Photo 2-17: Side holes drilled Photo 2-18: Tie-wrap installed closest to engine first 

 

¶ Using the air deflector as your guide, mark the two side positions and drill the two holes as shown in 
Photo 2-17. 

 

¶ Install one of the small tie-wraps supplied in the hole on the engine first as shown in Photo 2-18.  Leave 
loose until all 3 tie-wraps are installed. 
 

¶ Add the second tie-wrap to the side mount and leave loose as shown in Photo 2-19. 
 

  
Photo 2-19: Tie-wrap installed on other side  Photo 2-20: Front tie-wrap installed 

  
Photo 2-21: Tie-wraps tied down on the air deflector Photo 2-22:  Tie-wrap installed on top of the air deflector 
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¶ Install the third tie-wrap as shown in Photo 2-20. 
 

¶ Hold the air deflector in position and tighten down all three tie-wraps as shown in Photo 2-20. 
 

¶ Cut off the ends of the tie-wrap as shown in Photo 2-21. 
 

¶ Install one of the larger tie-wraps supplied into the upper hole of the air deflector and the ECU upper 
vent opening as shown in Photo 2-22. 

 

¶ While holding the air deflector in position, tighten the tie-wrap as shown in Photo 2-23.  Cut off the tie-
wrap end when complete. 

 

¶ Reinstall your cold air intake setup.  Photo 2-24 shows our TDR cold air intake setup. 
 

¶ Using our battery relocation kit opens an equal amount of airflow where the battery is located.  
 

  
Photo 2-23: Tie-wrap tied down Photo 2-24: Intake setup installed 

 

2.3 Removing Chassis Studs 
 
There are three M6 studs protruding out of the chassis brace that held in the factory air box and radiator cover.  
You most likely will not ever reinstall the factory air box or move the ECU back to the radiator position.  You can 
remove the studs to clean up the packaging. 
 

¶ Install an M6 nut that you will throw away afterwards and thread it onto the stud to cut as shown in 
Photo 2-26.  Use this as a guide so you donôt scratch the paint on the chassis brace. 
 

¶ Best using a single blade hacksaw, cut the stud on the surface of the M6 nut as shown in Photo 2-27.  
Install a cup under the cutting area to reduce metal shavings. 
 

¶ When complete, reinstall the original M6 nuts over the cut studs as shown in Photo 2-28.  This helps the 
appearance considerably. 
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Photo 2-25: Studs left from the air box setup Photo 2-26: Nut installed as guide to cut stud 

  
Photo 2-27: Cup to catch metal shavings Photo 2-28: M6 nuts reinstalled over studs 
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STEP 3: Power Steering Reservoir Modification  
 
If you are installing our new battery relocation setup, then the power steering reservoir will be relocated onto the 
new ECU mounting bracket. 
 

 
 
3.1 Battery Removal 
 
The power steering reservoir relocation requires the lower hose to be replaced.  Access to the hose location is 
under the battery area.   

 

¶ If you have not already disconnected the battery cable do so at this time starting with the negative post 
first as shown in Photo 3-1.  Remove the battery and place in a safe area. 
 

¶ The battery box is made up of 2 sections as shown in Photo 3-2. 
 

  
Photo 3-1: Battery cables and brace to be removed Photo 3-2: Battery case to be removed 
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¶ Remove the ground strap fitting that is attached to the battery box using a fork tool or screwdriver as 
shown in Photo 3-3. 
 

¶ Once the ground cable is released, lift the battery upper box out as shown in Photo 3-4. 
 

¶ The battery box base is attached with M6 bolts.  Using an M8 socket wrench and remove the base as 
shown in Photo 3-5. 

 

  
Photo 3-3: Battery case upper section hardware removed Photo 3-4: Battery case upper section removed 

  
Photo 3-5: Battery base to be removed Photo 3-6: Radiator reservoir  

 
3.2 Power Steering Reservoir Removal 
 
The radiator reservoir needs to be removed for access to the power steering reservoir lower hose. 
 

¶ Remove the M6 nut and 2 bolts holding the radiator reservoir to the chassis as shown in Photo 3-6. 
 

¶ Use a bungie cord or other means to pull the radiator reservoir toward the engine as shown in Photo 3-
7. 

 

¶ Using a pair of pliers, remove the spring clamp from the P/S upper hose where it attaches to the pump 
as shown in Photo 3-8.  Pull the hose from the hard line.  Be sure to place a cup under the hose as oil 
will pour out.  Also be sure to have paper towels close by. 
 

 



 

Page | 16  
 

  
Photo 3-7: Radiator reservoir bungeed toward the engine Photo 3-8: Upper P/S hose removed from pump 

 

¶ The lower hose has a plastic twist clamp midway as shown in Photo 3-9.  Use a flathead screwdriver or 
use your fingernail and open the clamp, we will not reuse the clamp. 
 

¶ Remove the two M6 bolts from the P/S reservoir mounted to the chassis as shown in Photo 3-10. 
 

¶ With the cap still on the reservoir, drain the P/S oil from the upper hose fitting as shown in Photo 3-11. 
 

  
Photo 3-9: Lower P/S hose attachment points Photo 3-10: P/S reservoir mounting bolts 

  
Photo 3-11: P/S reservoir drained into a cup Photo 3-12: P/S reservoir lower hose to be removed 
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Photo 3-13: Lower hose drain into cup Photo 3-14: P/S reservoir emptied into cup 

 

¶ Remove the spring clamp from the lower hose of the reservoir as shown in Photo 3-12. 
 

¶ Remove the hose from the reservoir and drain into a container as shown in Photo 3-13.  Have paper 
towels ready for dripping as you pull the hose loose. 
 

¶ Drain the remaining oil from the reservoir into the container as shown in Photo 3-14. 

 
3.3 Installing Reservoir Hoses 

 
Both the upper and lower hoses on the reservoir will be replaced. 
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¶ Remove the spring clamp from the lower hose as shown in Photo 3-15. 
 

¶ The hose can be tough to remove from the piping.  Use a pair of pliers and twist the hose off as shown 
in Photo 3-16. 
 

¶ When the lower hose is removed there will be oil left in the hose that could not be drained out 
completely.  Keep a towel close by as you pull the hose loose as shown in Photo 3-17. 

 

¶ Install the new lower hose onto the reservoir with a pipe clamp as shown in Photo 3-18.  Press onto the 
reservoir fitting a minimum of 1 in. (25 mm).  Tighten the clamp when complete. 

 

  
Photo 3-15: Lower hose clamp removed from tube Photo 3-16: Pliers used to remove hose 

  
Photo 3-17: Lower hose removed  Photo 3-18: New lower hose attached to reservoir  

 

¶ Using the two M6x16 bolts included, bolt down the P/S reservoir to the ECU mount as shown in Photo 
3-19.  The reservoir has a guide pin on the left side.  Place the reservoir in the guide hole and then align 
the bolt holes. 
 

¶ Route the lower hose above the fan as shown in Photo 3-20.  
 

¶ Cut the hose to length where it will attach to the hard line as shown in Photo 3-20.  Use your wire 
cutters or other means to cut the rubber hose.  

 

¶ Install a small pipe clamp before installing the hose.  The lower hose is a tight fit.  Add some grease or 
P/S oil to the hose and press on to the hard line.  Using a pair of pliers may help to push the hose onto 
the hard line as shown in Photo 3-21.  Push onto the hard line a minimum of 1 in. (25 mm). 
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Photo 3-19: Reservoir attached to ECU bracket Photo 3-20: New lower hose laid out and cut to length 

 

¶ Tighten the clamp onto the lower hose as shown in Photo 3-22. 
 

¶ The top hose uses a preformed silicone hose.  Install the two larger clamps onto the upper hose and 
then slide on to the two fittings as shown in Photo 3-23.  Tighten the clamps when complete. 
 

¶ Reinstall the radiator reservoir to the chassis using the bolts that were removed as shown in Photo 3-24. 
 

  
Photo 3-21: Lower hose attached to piping Photo 3-22: Pipe clamp attached to lower hose 

  
Photo 3-23: Upper hose installed with clamps Photo 3-24: Radiator reservoir reinstalled 

 


